HIKVISION

DS-2CE79U8T-IT3Z
4K Ultra-Low Light VF Turret Camera

Key Features

® 8.29 MP high performance CMOS

® Ultra-low light
® 3840 x 2160 resolution

® Auto focus, 2.8 mm to 12 mm motorized vari-focal lens
® 120dBtrue WDR, 3D DNR

® EXIR 2.0, smart IR, up to 80 m IR distance

® Dual video output: TVI/CVBS

® P67

® Up the coax (HIKVISION-C)

www.hikvision.com
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Specification

8.29 megapixel progressive scan CMOS
PAL/NTSC

PAL: 8 MP@12.5fps, 5 MP@20fps, 4 MP@25fps, 1080p@25fps
NTSC: 8 MP@15fps, 5 MP@20fps, 4 MP@30fps, 1080p@30fps

3840 (H) x 2160 (V)

Color: 0.003 Lux@(F1.2, AGC ON), 0 Lux with IR
PAL: 1/12.5 s to 1/10,000 s
NTSC: 1/15 s to 1/10,000 s

Max. 16 times

2.8 mm to 12 mm motorized vari-focal lens
108.1° to 45.6°

014

IR cut filter

Pan: 0° to 360°, Tilt:0° to 75°, Rotate: 0° to 360°
Internal synchronization

120 dB

Support

Auto/Color/BW (Black and White)
Auto/Manual/Natural

ON/OFF, 4 programmable privacy masks
Support

Level 1 to 10

English

Contrast, Sharpness, Saturation, Mirror, Defog, HLC

1 HD analog output
1 CVBS output (75Q/BNC)

-40 °C to 60 °C (-40 °F to 140 °F), humidity: 90% or less (non-condensation)

12 VDC +25%
*You are recommended to use one power adapter to supply the power for one camera.

Max.14 W

P67

Metal

Upto80m

Up the coax, Protocol: HIKVISION-C (TVI output)

134.3 mm x 123.9 mm x 111.4 mm (5.29" x 4.88" x 4.39")
Approx. 630 g (1.39 1b.)



Order Models

DS-2CE79U8T-IT3Z

Dimension

110.11 mm

Accessory
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Headquarters

N0.555 (ianmo Road, Binjiang District,
Hangzhou 310051, China

T +86-571-8807-5998
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DS-12762J-SUS
Corner Mount

DS-1275ZJ-SUS
Vertical Pole Mount

DS-1H18
Video Balun
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